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PROFILE

PREBUCK TREATED LSL INTEGRATED
FRAMING SYSTEM WITH ZINC BORATE

1.3 MODULUS OF ELASTICITY
MDI RESIN BONDING AGENT

1.50" (38.10 MM) THICK

4.00"
(101.60 MM)

1.00"
(25.40 MM)

1.38"
(34.93 MM)

1.50"
(38.10 MM)

NOTES
FABRICATION AND MATERIAL SPECS FOR PRODUCT PROVIDED BY PREBUCK
PRODUCTS, INC. NO STRUCTURAL ANALYSIS OR  LOAD TESTING HAS BEEN
PERFORMED ON THIS PRODUCT. THE DETERMINATION OF APPROPRIATE
USE CONDITIONS REMAINS  THE RESPONSIBILITY OF THE END
USER/CONTRACTOR. FASTENING SCHEDULE BY END USER/CONTRACTOR.

0.63"
(15.88 MM)

VARIES
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The architecture, engineering, and design of the project using the Prebuck products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Prebuck specifically disclaims any liability for the use of this detail. The project
design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited for
the project. This detail is subject to change without notice. Contact Prebuck to ensure you have the most recent version.

Prebuck Technical Support: 616-309-6256



PORTHOLE OPENING
SIZE AND QUANTITY WILL
VARY DEPENDING ON
WIDTH OF WINDOW

JAMB PLATE

SILL PLATE ATTACHED WITH
(3-5)16D NAILS MIN.

DESIGN METAL OVER LAP
TO BE FASTENED WITH

1.25" (31.75 MM) ROOFING
NAILS

HEAD PLATE

1.5" X 1.5" (38.1 X 38.1 MM)
20 GA GALVANIZED

METAL FLANGE

HEAD PLATE ATTACHED WITH (3-5)
16D NAILS MIN.

SILL JOINT DETAIL

HEAD JOINT DETAIL

ISOMETRIC

SILL
PLATE

1.5" X 1.5" (38.1 X 38.1 MM)
20 GA GALVANIZED
METAL FLANGE

1.5" X 1.5" (38.1 X 38.1 MM)
20 GA GALVANIZED
METAL FLANGE
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The architecture, engineering, and design of the project using the Prebuck products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Prebuck specifically disclaims any liability for the use of this detail. The project
design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited for
the project. This detail is subject to change without notice. Contact Prebuck to ensure you have the most recent version.

Prebuck Technical Support: 616-309-6256



SECTION A-A SECTION B-B

A A

Ø0.50"
(12.70 MM)

Ø 1.25"
(31.75 MM)

Ø1.25"
(31.75 MM)

Ø0.50"
(12.70 MM)

0.75"
(19.05 MM)

0.75"
(19.05 MM)

B B

Ø 1.25"
(31.75 MM)

Ø0.50"
(12.70 MM)

3.25"
(82.55 MM)

3.00"
(76.20 MM)

0.75"
(19.05 MM)

0.75"
(19.05 MM)

 VARIES UP TO 24.00" (609.60 MM) WIDTH

1.50"
(38.10 MM)

0.50"
(12.70 MM)

12.00"
(304.8 MM)

3/8"
(9.53 MM)

SLOPE ON CUT

OPTIONAL 1.25" (31.75 MM) ROUND ANCHOR OPENING
OR 3.25" (82.55 MM) OBLONG ANCHOR OPENING
(SEE  DETAILS BELOW)

24.00"
(609.60 MM)

(TYP.)

 18.00"
(457.20 MM)

6.00"
(152.40 MM)

6.00"
(152.40 MM)

18.00"
(457.20 MM)

192.00" (4876.80 MM)

VARIES

PROFILE

TOP VIEW

VARIES
BY JOB

NOTES
FABRICATION AND MATERIAL SPECS FOR PRODUCT PROVIDED BY PREBUCK
PRODUCTS, INC. NO STRUCTURAL ANALYSIS OR  LOAD TESTING HAS BEEN
PERFORMED ON THIS PRODUCT. THE DETERMINATION OF APPROPRIATE
USE CONDITIONS REMAINS  THE RESPONSIBILITY OF THE END
USER/CONTRACTOR. FASTENING SCHEDULE BY END USER/CONTRACTOR.
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The architecture, engineering, and design of the project using the Prebuck products are the responsibility of the project's
design professional. All products and systems must comply with local building codes and standards. This detail is for
general information and guidance only and Prebuck specifically disclaims any liability for the use of this detail. The project
design professional determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited for
the project. This detail is subject to change without notice. Contact Prebuck to ensure you have the most recent version.

Prebuck Technical Support: 616-309-6256
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